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Riken 3D Laminate Film Finish Options: High Gloss, Satin, Matte, Supermatte, and Scratch Resistant DT
Available Patterns: Solids, Woodgrains, Abstract, and Granite 

Product Information 
WIDTH 1410mm/55.5” or 1430mm/56” 
THICKNESS  Matte Finish: 0.3mm/12mil  High Gloss or Satin: 0.5mm/20mil 
TYPICAL ROLL LENGTH Matte: 300LM +/-  High Gloss or Satin: 200LM +/- 

Typical Properties 

NEMA  Test Method Typical Value 
3.3 Light Resistance No Effect 
3.4 Cleanability 10 
3.4 Stain Resistance No Effect 
3.5 Boiling Water Resistance No Effect 
3.8 Ball Impact Resistance >2500g
3.13 Wear Resistance 100 cycle 

Cleaning Steps 

0 = Removed with water 

1 = 25 cycles of spray or sponge 

2 = 25 cycles of baking soda with spray on blush 

3 = Acetone and Cotton ball 

4 = Bleach and Cotton ball 

5 = Not Removed 

ANSI Chemical Resistance 

Reagent Exposure Time Result 

Mustard 1 hour Passed 
Vinegar 24 hours Passed 
Lemon 24 hours Passed 
Orange Juice 24 hours Passed 
Grape Juice 24 hours Passed 
Tomato Ketchup 24 hours Passed 
Coffee 24 hours Passed 
Olive Oil 24 hours Passed 
Alcohol 24 hours Passed 
Detergent 24 hours Passed 

NEMA Cleanability/Stain Resistance Matte finish 

Reagent Cleanability Score Stain 

Water 0 No Effect 
Ethanol 0 No Effect 
Acetone 0 No Effect 
Ammonia 0 No Effect 
Citric Acid 0 No Effect 
Veg. Oil 0 No Effect 
Coffee 0 No Effect 
Tea 0 No Effect 
Ketchup 0 No Effect 
Mustard 0 No Effect 
Iodine 0 No Effect 
Permanent Marker 3 No Effect 
Pencil 1 No Effect 
Crayon 3 No Effect 
Shoe Polish 3 No Effect 
Cleanability 10 
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